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ML5100 T2 HEVC
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m-Guide, all tutorial videos
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IPTV + APPS + SPEC
Free VOD & Live
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Free VoD

Free films : in English, Turkish, Arabic, French, ltalian,
Spanish, German, Polish, Russian, Portuguese, etc...

Exclusive OTT SW

FREE IPTV Orange
Free live channels Sports, British, Portugal, Turkey,
Kurdish, Kosovo, Arabic, Czech etc...

Multimedia Apps

® Option 1.
® Option 2.
® Option 3.

exclusive S-IPTV software
exclusive X-IPTV software
all IPTV OTT software

Change Adult pincode. [[OK ok [EXIT) exit

* APPS : YouTube, Daily motion, Google Map, Weather,
Internet Radio, DLNA, Web Album, Photo, etc
* ADULT : all kind of VoD, Non-stop free movies
Download to USB or HDD available!
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CPU
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INPUT FREQUENCY RANGE
INPUT/OUTPUT CONNECTOR
INPUT FREQUENCY RANGE
VIDEO DECODER

TRANSPORT STREAM

PROFILE LEVEL

VIDEO FORMAT

VIDEO RESOLUTION
AUDIO DECODER
AUDIO DECODING
AUDIO MODE

AUDIO BIT RATE
SAMPLING FREQUENCY
usB

INPUT VOLTAGE

TYP

DVB T2HEVC

High-Performance 667MHz 32-bit MIPS 24KEc

128Mb
2Gb RAM

950MHz ~ 2150MHz, ANT IN
F-Type, IEC 169-24 and Female
950MHz ~ 2150MHz, ANT IN

MPEG-2 ISO/IEC 13818-2

MPEG-4 Part 2

MPEG-2 MP@ML, MPEG-2 MP@HL
MPEG-4 AVC/H.264 HP@L4.1, H.265 HEVC
4:3,16:9, Letter Box

1080p, 1080i, 720p, 576p, 576i, 480p, 480i

MPEG/MusiCam Layer | & Il, AC3 Down Mix
Mono / Dual / Joint Stereo / Stereo

32Kbits/s - 384Kbits/s ’ Authorized Distributor
32,44.1, 48KHz
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